
LIGHTING CONTROL CIRCUIT IS OPTIONAL AND FIELD
SUPPLIED. LIGHTING CONTROL RELAY REQUIRES
NORMALLY CLOSED CONTACTS AND MUST BE SIZED
ACCORDING TO CONTROLLED LOAD.

1

OPEN

SEARCH TIME DETAIL

OPTIONAL

REMOVE JUMPER FOR

90
84
81
78
68
65
62

NORMALLY

CONTACTS

FACTORY JUMPER - SEE

TERMINAL BLOCK

RECOMMENDED SWITCH SETTINGS SHOWN BELOW

QA, QH, QW SERIES CONNECTION DIAGRAM

    PRE P
    MODE
    RATE

 SEARCH-TIME
    N/C

   STAGE
    AUX

CRV

  DEMAND 2
58
54
48

UNIT LOW VOLTAGE

 LEARN

TEMPERATURE SWITCHES

FOR USE WITH "A" OR "G" CLIMATE CONTROL OPTION

O1 R W2W1 Y1G C YW3 E LDH

ERV

B

  DEMAND 1

FUNCTION SWITCHES

4093-141 G

REMOTE
MOTION

DETECTOR
(OPTIONAL)

 OR

PROPER CS2000 OPERATION

ON PAGE 3

MAN.

FIELD SUPPLIED

CONTROL

C     NC

-       +

PRECONDPWR

LIGHTING CONTROL

(24 HRS)

-       +

RELAY NORMALLY

OVERIDE

REM
-       +

   AREA OCCUP.
NO     C     NC  HVAC

NO    C    NCDOOR

CLOSED CONTACTS

PWR
VENT       HVAC FAN

MANUAL SWITCH

NC    C     NO    C     NC

2
OPTIONAL
LIGHTING

LIGHTS

CS2000A1
ENERGY MONITOR


