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DEHUMIDSTAT

REMOTE

8403-038

TERMINALS

THERMOSTAT T8524D1015
  BARD P/N 8403-050

THERMOSTAT T8501D1046

INSTALLED IN AIR CONDITIONER

  BARD P/N 8403-051

2

TAPE OFF BLUE LEAD.1

REQUIRED FOR 2 STAGE COOLING UNITS OR UNITS WITH ECONOMIZERS.

H600A1014

MOTION

OR

 OR

HUMIDITY 
CONTROLLER

(SEE STEP 2, FUNCTION SWITCH
SETTINGS).

PACKAGE (OPTIONAL)
BARD VENTILATION

8403-047
H200-10-21-10

MFAD

WG SERIES GAS ELECTRIC CONNECTION DIAGRAM

RC

CONTACTS
OPEN

NORMALLY
(OPTIONAL)
DETECTOR

UNIT 24V

IF OPTIONAL VENT PACKAGE IS
INSTALLED, THE "G" WIRE MUST

BE CONNECTED TO ASSURE
CONTINUOUS BLOWER DURING

OCCUPIED PERIODS WHEN VENT
SYSTEM IS "ON". THE "G" WIRE

MUST ALSO BE CONNECTED

HUMIDITY CONTROLLER
CONNECTIONS USED ONLY 
FOR OPTIONAL DEHUMIDIFICATION
CIRCUIT THAT MUST BE FACTORY
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C     NCPWR

NO    C    NC
 HVAC
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ENERGY MONITOR

MAN.

CS2000A

PWR

4093-145 A
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TEMPERATURE SWITCHES

 LEARN

FUNCTION SWITCHES

  DEMAND 1
  DEMAND 2

    AUX
   STAGE

    N/C
 SEARCH-TIME

    RATE
    MODE
    PRE P

RECOMMENDED SWITCH SETTINGS SHOWN BELOW
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81
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